| .|
‘ Brod 3d = SI- 1370 Logatec = Slovenija ‘ www. front-electric-sustainer.com = info@lzdesign.si = (+ 386) 0599 488 98 = VAT SI 81409052

This process specification constitues product identification accoding Part 21 Subpart G for propulsion unit
item, in accordance with Part 21 Subpart Q, as engine and propeller are accepted as part of the sailplane.
Holder of TC EASA.A. 030 is responsible for information stated herein, it's changes, amendments and
continuing airworthiness actions.

Released: Martin Pekar
Date: 13.12.2017

Installation of Shockwatch label

The Shockwatch label is a impact indicator device that will activate when an impact level exceeds a
predetermined level.
So some care has to be taken when handling the label

The label is installed on the back side of the battery (opposite
side of the terminals).

The position of the label is in the center of the battery housing.
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Please note the serial number of the Shockwatch label and serial number of the battery pack.

Please send the noted serial numbers to info@lzdesign.si and info@hph.cz so that we can track them.

Druzba LZ design, d.o.o0. = Vpisana pri Okroznem sodis¢u v Ljubljani = St. reg. vpisa 2010/30941 = Osnovni kapital: 7.500,00 €


mailto:info@lzdesign.si
mailto:info@lzdesign.si

